
HONGPU GONIOPHOTOMETERS SYSTEM TEST REPORT

LUMINAIRE PHOTOMETRIC TEST REPORT

Report number: 

NAME: TYPE: WEIGHT:

SPECIFICATION: DIMENSION: SERIAL No.:

MANUFACTURER: Address:
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DATA OF LAMP PHOTOMETRIC DATA

MODEL

NOMINAL POWER(W)

RATED VOLTAGE(V)

NOMINAL FLUX(lm)

LAMPS QUANTITY

TEST VOLTAGE(V)

Imax(cd)

EFFICIENCY(%)

TOTAL FLUX(lm)

EFFICIENCY(lm/W)

  up(%)

  down(%)

h

h

S/MH(C0/180)

S/MH(C90/270)

Voltage(V)

Current(A)

Power(W)

Power Factor(PF)

22

220

1474.6

1

219.8

657.7

100.0

1474.6

68.7

1.2

98.8

1.29

1.27

219.8

0.191

21.48

0.510

Test System:HOPOO HPG1900 Test Set: 5.0deg/s  C-Gamma (TYPE C)
Temperature:25.3DEG Humidity:65.0%

Test Distance:6.000 mOperators:
Test Date:2014年04月09日 Remarks:
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HONGPU GONIOPHOTOMETERS SYSTEM TEST REPORT

AVERAGE E Figure

Report number: 

NAME: TYPE: WEIGHT:

SPECIFICATION: DIMENSION: SERIAL No.:

MANUFACTURER: Address:

10.00m
2604.12cm2.28lx 6.33lx

20.00m
5208.25cm0.57lx 1.58lx

30.00m
7812.37cm0.25lx 0.70lx

40.00m
10416.50cm0.14lx 0.40lx

50.00m
13020.62cm0.09lx 0.25lx

Height AVR E CENTER E Diameter

Angle:105.0deg

Test System:HOPOO HPG1900 Test Set: 5.0deg/s  C-Gamma (TYPE C)
Temperature:25.3DEG Humidity:65.0%

Test Distance:6.000 mOperators:
Test Date:2014年04月09日 Remarks:
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HONGPU GONIOPHOTOMETERS SYSTEM TEST REPORT

ZONAL FLUX DIAGRAM

Report number: 

NAME: TYPE: WEIGHT:

SPECIFICATION: DIMENSION: SERIAL No.:

MANUFACTURER: Address:

 g

 10.0   0- 10

 20.0  10- 20

 30.0  20- 30

 40.0  30- 40

 50.0  40- 50

 60.0  50- 60

 70.0  60- 70

 80.0  70- 80

 90.0  80- 90

100.0  90-100

110.0 100-110

120.0 110-120

130.0 120-130

140.0 130-140

150.0 140-150

160.0 150-160

170.0 160-170

180.0 170-180

C0 C45 C90 C135 C180 C225 C270 C315   zone   total  g F F

DEG LUMINOUS INTENSITY:cd UNIT:lm

640.2 628.1 619.3 607.4 623.3 614.5 612.7 609.6 59.01 59.01

636.9 636.2 601.7 607.3 620.5 612.0 577.2 600.4 174.5 233.5

557.7 578.5 526.7 544.1 534.5 539.0 502.3 534.9 259.3 492.8

472.1 489.6 453.9 460.3 445.5 450.1 432.8 447.0 300.3 793.2

386.3 393.2 370.8 372.0 356.9 352.9 350.0 360.7 302.5 1096

281.2 280.7 256.5 260.5 245.1 238.1 148.7 228.2 249.8 1346

77.65 108.8 10.18 62.24 27.61 27.43 8.496 59.92 102.9 1449

5.832 4.842 2.268 3.582 2.772 3.276 3.960 4.194 5.839 1454

2.628 1.386 0.072 1.296 0.900 1.764 2.412 1.800 2.065 1456

2.412 1.458 0.504 1.422 1.476 2.052 2.520 2.124 1.832 1458

2.592 1.836 1.044 1.800 2.232 2.556 2.952 3.096 2.259 1461

2.988 2.250 1.692 2.214 2.880 3.042 3.420 3.114 2.551 1463

3.276 2.664 2.232 2.592 3.420 3.456 3.744 3.510 2.681 1466

3.672 3.096 2.700 3.060 3.996 3.924 4.140 3.888 2.644 1468

4.068 3.600 3.240 3.546 4.536 4.338 4.500 4.302 2.432 1471

4.500 4.158 3.852 4.086 4.932 4.662 4.896 4.644 2.000 1473

4.896 4.626 4.392 4.536 5.184 4.842 5.040 4.824 1.327 1474

5.148 4.878 4.788 4.752 5.292 4.860 4.932 4.752 0.463 1475

Test System:HOPOO HPG1900 Test Set: 5.0deg/s  C-Gamma (TYPE C)
Temperature:25.3DEG Humidity:65.0%

Test Distance:6.000 mOperators:
Test Date:2014年04月09日 Remarks:
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HONGPU GONIOPHOTOMETERS SYSTEM TEST REPORT

ISOCANDELA DIAGRAM

Report number: 

NAME: TYPE: WEIGHT:

SPECIFICATION: DIMENSION: SERIAL No.:

MANUFACTURER: Address:
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Test System:HOPOO HPG1900 Test Set: 5.0deg/s  C-Gamma (TYPE C)
Temperature:25.3DEG Humidity:65.0%

Test Distance:6.000 mOperators:
Test Date:2014年04月09日 Remarks:
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HONGPU GONIOPHOTOMETERS SYSTEM TEST REPORT

ISOLUX DIAGRAM

Report number: 

NAME: TYPE: WEIGHT:

SPECIFICATION: DIMENSION: SERIAL No.:

MANUFACTURER: Address:

C0 PLANE ISOLUX DIAGRAM (UNIT:lx)
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Test System:HOPOO HPG1900 Test Set: 5.0deg/s  C-Gamma (TYPE C)
Temperature:25.3DEG Humidity:65.0%

Test Distance:6.000 mOperators:
Test Date:2014年04月09日 Remarks:
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HONGPU GONIOPHOTOMETERS SYSTEM TEST REPORT

LUMINOUS DISTRIBUTION INTENSITY DATA

Report number: 

NAME: TYPE: WEIGHT:

SPECIFICATION: DIMENSION: SERIAL No.:

MANUFACTURER: Address:

  (DEG)g

C(DEG)

UNIT: cd

0

0.0 633

5.0 636

10.0 640

15.0 658

20.0 637

25.0 603

30.0 558

35.0 511

40.0 472

45.0 432

50.0 386

55.0 334

60.0 281

65.0 227

70.0 77.6

75.0 9.53

80.0 5.83

85.0 3.74

90.0 2.62

95.0 2.44

100.0 2.41

105.0 2.52

110.0 2.59

115.0 2.77

120.0 2.98

125.0 3.13

130.0 3.27

135.0 3.45

140.0 3.67

145.0 3.85

150.0 4.06

155.0 4.28

160.0 4.50

165.0 4.71

170.0 4.89

175.0 5.04

180.0 5.14
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60
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6.30
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454
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108

10.1

4.24

2.26

0.76

0.07

0.25

0.50

0.76

1.04

1.36

1.69

1.94

2.23

2.44

2.70

2.98

3.24

3.52

3.85

4.14

4.39

4.57

4.78

120

613

613

612

611

600

572

535

498

461

418

371

321

263

146

22.7

7.95

5.22

3.20

2.23

2.12

2.12

2.19

2.34

2.48

2.66

2.84

2.95

3.13

3.34

3.56

3.78

4.03

4.28

4.53

4.71

4.82

4.86

150

610

607

603

602

615

592

554

509

460

415

373

320

258

195

102

5.65

1.94

0.83

0.36

0.50

0.72

0.97

1.26

1.51

1.76

1.98

2.23

2.48

2.77

3.06

3.31

3.60

3.88

4.14

4.35

4.53

4.64

180

633

630

623

631

621

574

535

491

446

405

357

302

245

183

27.6

5.47

2.77

1.33

0.90

1.18

1.47

1.83

2.23

2.59

2.88

3.16

3.42

3.70

3.99

4.24

4.53

4.78

4.93

5.07

5.18

5.22

5.29

210

626

623

617

619

624

578

540

501

459

414

360

303

247

190

46.9

7.88

5.07

3.49

2.88

2.80

2.88

3.02

3.20

3.34

3.56

3.74

3.88

4.06

4.28

4.42

4.60

4.75

4.86

4.93

5.00

5.04

5.00

240

621

618

612

607

601

581

539

490

441

394

346

294

229

98.8

7.92

3.13

1.47

0.72

0.65

0.90

1.22

1.58

1.90

2.23

2.52

2.77

3.02

3.27

3.56

3.81

4.06

4.24

4.46

4.57

4.68

4.71

4.71

270

617

616

613

604

577

539

502

466

433

396

350

291

149

26.5

8.49

5.68

3.96

2.73

2.41

2.44

2.52

2.70

2.95

3.16

3.42

3.60

3.74

3.92

4.14

4.35

4.50

4.71

4.89

5.00

5.04

5.04

4.93

300

613

611

609

603

582

549

513

475

435

396

351

297

191

55.6

5.94

3.49

1.87

0.76

0.58

0.86

1.15

1.47

1.80

2.12

2.41

2.66

2.95

3.20

3.42

3.63

3.88

4.14

4.32

4.46

4.53

4.57

4.64

330

610

610

610

615

619

594

557

510

459

406

370

301

265

198

114

12.0

6.51

4.24

3.02

3.02

3.09

3.63

4.39

3.81

3.81

3.96

4.06

4.21

4.35

4.53

4.71

4.86

4.96

5.07

5.11

5.00

4.86

Test System:HOPOO HPG1900 Test Set: 5.0deg/s  C-Gamma (TYPE C)
Temperature:25.3DEG Humidity:65.0%

Test Distance:6.000 mOperators:
Test Date:2014年04月09日 Remarks:
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